	
	
	
	
	
	
	C:\DYN0125\MAX\FR125_09.011 
	

	
	
	 
	 
	
	
	
	
	
	
	
	
	
	

	temp 
	26.
	°C 
	pressure 
	1017.5 
	mBar 
	humidity 
	40 
	% 
	

	ratio 
	6.67 
	sm=4 
	CF=0.969 
	(SAE 
	1990 
	) 
	
	
	

	corrected 
	
	yes 
	
	no 
	no 
	
	
	
	
	
	

	
	RPM 
	
	
	HP 
	Time 
	Dist 
	Yds 
	
	
	
	
	

	
	6000 
	
	
	13.46 
	0.000 
	0.0 
	
	
	
	
	
	

	
	6100 
	
	
	13.87 
	0.131 
	4.7 
	
	
	
	
	
	

	
	6200 
	
	
	14.20 
	0.261 
	9.4 
	
	
	
	
	
	

	
	6300 
	
	
	14.59 
	0.390 
	14.2 
	
	
	
	
	
	

	
	6400 
	
	
	14.98 
	0.517 
	19.0 
	
	
	
	
	
	

	
	6500 
	
	
	15.42 
	0.643 
	23.8 
	
	
	
	
	
	

	
	6600 
	
	
	15.82 
	0.768 
	28.6 
	
	
	
	
	
	

	
	6700 
	
	
	16.33 
	0.890 
	33.4 
	
	
	
	
	
	

	
	6800 
	
	
	16.85 
	1.011 
	38.2 
	
	
	
	
	
	

	
	6900 
	
	
	17.52 
	1.130 
	43.0 
	
	
	
	
	
	

	
	7000 
	
	
	18.25 
	1.244 
	47.7 
	
	
	
	
	
	

	
	7100 
	
	
	18.93 
	1.357 
	52.4 
	
	
	
	
	
	

	
	7200 
	
	
	19.71 
	1.468 
	57.1 
	
	
	
	
	
	

	
	7300 
	
	
	20.66 
	1.574 
	61.7 
	
	
	
	
	
	

	
	7400 
	
	
	21.00 66 
	1.677 
	66.1 
	
	
	
	
	
	

	
	7500 
	
	
	22.40 
	1.778 
	70.5 
	
	
	
	
	
	

	
	7600 
	
	
	23.16 
	1.876 
	74.9 
	
	
	
	
	
	

	
	7700 
	
	
	23.79 
	1.972 
	79.3 
	
	
	
	
	
	

	
	7800 
	
	
	24.39 
	2.068 
	83.6 
	
	
	
	
	
	

	
	7900 
	
	
	25.06 
	2.162 
	88.0 
	
	
	
	
	
	

	
	8000 
	
	
	25.61 
	2.254 
	92.4 
	
	
	
	
	
	

	
	8100 
	
	
	26.17 
	2.347 
	96.8 
	
	
	
	
	
	

	
	8200 
	
	
	26.66 
	2.438 
	101.1 
	
	
	
	
	

	
	8300 
	
	
	27.16 
	2.529 
	105.6 
	
	
	
	
	

	
	8400 
	
	
	27.55 
	2.619 
	110.0 
	
	
	
	
	

	
	8500 
	
	
	27.84 
	2.709 
	114.5 
	
	
	
	
	

	
	8600 
	
	
	28.13 
	2.800 
	119.1 
	
	
	
	
	

	
	8700 
	
	
	28.16 
	2.890 
	123.7 
	
	
	
	
	

	
	8800 
	
	
	28.14 
	2.982 
	128.5 
	
	
	
	
	

	
	8900 
	
	
	28.18 
	3.075 
	133.3 
	
	
	
	
	

	
	9000 
	
	
	28.11 
	3.169 
	138.3 
	
	
	
	
	

	
	9100 
	
	
	28.06 
	3.264 
	143.4 
	
	
	
	
	

	
	9200 
	
	
	27.95 
	3.360 
	148.6 
	
	
	
	
	

	
	9300 
	
	
	27.77 
	3.459 
	153.9 
	
	
	
	
	

	
	9400 
	
	
	27.60 
	3.558 
	159.4 
	
	
	
	
	

	
	9500 
	
	
	27.34 
	3.660 
	165.1 
	
	
	
	
	

	
	9600 
	
	
	27.19 
	3.764 
	170.9 
	
	
	
	
	

	
	9700 
	
	
	27.05 
	3.868 
	176.9 
	
	
	
	
	

	
	9800 
	
	27.21 
	3.975 
	183.0' 
	
	
	
	
	

	
	9900 
	
	
	27.305 
	4.081 
	189.2 
	
	
	
	
	

	
	10000 
	
	
	27.52 
	4.189 
	195.5 
	
	
	
	
	

	
	10100' 
	
	28.46 
	4.295 
	201. 8 
	
	
	
	
	

	
	10200 
	
	
	29.00 
	4.400 
	208.1 
	
	
	
	
	

	
	103.00 
	
	
	29.45 
	4.503 
	214.3 
	
	
	
	
	

	
	10400 
	
	
	29.55 
	4.606 
	220 '. 6 
	
	
	
	
	

	
	10500. 
	
	
	29.46 
	4.711 
	227.1 
	
	
	
	
	

	
	10600 
	
	29.27 
	4.817 
	233.7 
	
	
	
	
	

	
	10700 
	
	
	29.17 
	4.924 
	240.4 
	
	
	
	
	

	
	10800 
	
	
	28.59 
	5.035 
	247.4 
	
	
	
	
	

	
	10900' 
	
	27.52: 
	5.148 
	254.7 
	
	
	
	
	

	
	11000 
	
	
	26.68 
	5.266 
	262.3 
	
	
	
	
	

	
	11100 
	
	
	25.70 
	5.390 
	270.4 
	
	
	
	
	

	
	11200 
	
	
	24.85 
	5.520 
	278.9 
	
	
	
	
	

	
	11300 
	
	
	23.50 
	5.657· 
	288.0 
	
	
	
	
	

	
	11400 
	
	
	22.27 
	5.802 
	297.7 
	
	
	
	
	


	11500 
	21.47 
	5.955 
	308.0 

	11600 
	19.86 
	6.119 
	319.1 

	11700 
	19.18 
	6.297 
	331.4 

	11800 
	17.19 
	6.486 
	344.5 

	11900 
	15.59 
	6.700 
	359.4 

	12000 
	17.57 
	6.919 
	374.8 

	12100 
	18.19 
	7.126 
	389.5 

	12200 
	18.02 
	7.328 
	404.0 

	12300 
	15.09 
	7.544 
	419.6 

	12400 
	16.27 
	7.780 
	436.8 

	12500 
	15.81 
	8.033 
	455.3 

	12600 
	13.68 
	8.276 
	473.3 

	12700 
	16.54 
	8.514 
	491.0 

	12800 
	15.51 
	8.749 
	508.7 

	12900 
	18.28 
	8.982 
	526.3 

	13000 
	18.13 
	9.188 
	542:0 


